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INTRODUCTION

The SODIR Model VHC-1000 counter low profile warming display is designed to
offer quality holding of hot food. The display is constructed of food service
quality stainless steel and curves safety glass. The unit consists of a sheathed
type heating element, convection fan motor, regulating thermostat, high-limit
thermostat, power switch and spring type thermometer. An overhead fluorescen
light is provided.

Specifications
Model Electric Plug Configuration
VHC-1000 120V, 1.8KW, 15 A NEMA-5-15P

INSTALLATION

The SODIR heated display needs to be connected to a grounded outlet of proper
voltage (120V). DO NOT place the unit in a damp area or near steam source.

OPERATION

The SODIR heated display is normally shipped completely assembled. Before
operating the display, remove all protective packaging materials and clean the
unit prior to plugging it in. Please install four (4) adjustable legs into the
threaded fittings in the bottom enclosure of the display.

The unit consists of two main parts: curved glass display and heater box with
controls. If these two pieces are packed separately, please follow the assembly
procedure below:
e Place the curved glass display on a flat and secure surface
o Insert the heater box into the rectangular opening of the display. The
controls of the heater box shall be facing out
e Align the round cutouts — one per each side wall of the display - with the
threaded fitting on the sides of the heater box
e Secure the heater box to the display with two long mounting bolts with
plastic round heads. The bolts are shipped in a separate plastic pouch. No
tools are required to complete the assembly






